CHARACTERISTICS 
THRESHOLO VOLTAGE? . (МАХ) 800 VOLTS 
PLATEAU LENGTH" . (MIN) 200 VOLTS 
PLATEAU SLOPE" . 5 %/100 VOLTS 
(У 800 TO 1000 У) 


RECOVERY TIME . USEC 
BACKGROUND . сум 
(v,=900 У) 


LiFe. 
{AT 6000 с/м. 

LIFE TEST END POINT, SLOPE ...... 
(vg 850 TO 950 Y) 


COUNTS 


+. 10. %/100 VOLTS 


ACTIVE LENGTH. INCHES 
WALL (ALUMINUM) . ... 30 MG/CM? 
ELECTRODE CAPACITANCE ........... 2 шш] 
“NEW TUBES 
RATINGS 
OPERATING VOLTAGE .......... (MIN) 850 VOLTS 
(MAX) 950 VOLTS 
AMBIENT TEMPERATURE. 200.0... (MIN) 10% с 
(MAX) 100% С 
RELATIVE HUMIDITY MAX) 95% 
BETA ENERGY ... (MIN) 160 KEV 


TUBE CHARACTERISTICS 


CHARGE PER PULSE 
сош омв$ х 10-10 


900 
У, VOLTS 


CHARGE PER PULSE 
TO TRIGGER THYAC 


THYAC OPERATION 


ms 
EP70G/5980 
EP72M/7616 
EP70M/5979 
ЕР74 


\GEIGER - MUELLER TUBES 


TUBE TYPE EP70G/5980 
The type EP70G/5980 is а hologen-filled дотта detector. Ir is eppronimetely 
47 long ond % in diometer. It is recommended for high level gamma detection. 
M has been type opproved under MIL-E-1/973. 


CATHODE WALL THICKNESS 0204.002 


TUBE TYPE EP72M/7616 
The type EP72M/7616 in expressly designed for "раней gelger tube” operation. 
It in an effective gamma detector alıheugh Ihe mica window permits beto detection, 
It in 2%" long and 344" In етене. The Milltory designotion is EP72M/7616 
covered by MIL-E-1/984C (Novy). The type EP72M/7616 I ovailoble on speciol 
order with a 1.4-2.0 mg/cm" window ond/or for 9О0У operation. 


Mico Window 
+250 2 .002 Dio. SPECIFICATIONS 
CHARACTERISTICS. Tyre er70a/s9e0 | TYPE erramsr01 
бетте Valtope | ту de Т 
"Мема Lem | 150 ми. БО" 
Relive Plone Slope fr 100 мра) | 205/1004 ло 
ече) Voltage (1 vet һе) | OV bes. Net Appl. 
бене» Менее E vol! plan), ЯР 7 I Meg. | Het Apolo 7106 de ма. 
Ada Үнэр fur 0V pelas, AP = Um | Мн Анн, TOY мөн. 
Paleo Анны» |>2.5¥ 01 625¥ | Net Apolo 
КЕ 
Recovery Timm | 10де. | Net Appl. 
К eued 10 цув мө. 
Operating Төнен» Range JOC mC 
1) ко 
уу Operation 
Lilo туны! той Operation, Come Raro $00 ну, 1000 нь, Min. 
эе dla, 


мэн 


Hands! Grunt Rate in 39 тее Field 
кш Period. 


TYPE EP70M/5979 men 


TUBE TYPE EP70M/5979 
The type EF70M/S979 in ө mico end-window bero-gamma, halogen: filled 
detector. I is opproximotely 6" long ond 1" in diameter. И hos been type 
opproved under MIL-E-1/9084. The type EP7OM/5979 is available om special 
order with o 14-10 mg/cm" window ond/er for POOV operation. A RETMA 
4.ріт boxe con өһө be funihed. 


Mica Wind 3-4 mg/cm? 


TUBE TYPE EP74 
The type 8974 is on end ond side-windem, halogen-filled, beto-gomme detector 
In is approximately 6" long ond 1” in diomaler. It is covered by MIL-E-1/1019 
(Novy). 


SPECIFICATIONS 


НЭЭ 
үхэл 
men 
ме өм. 
PE WK ээн 
Sis ES 
Mendo! Cms ato ты. ЦЭ 
for opptcations requiring specol hologemfilled tiger 
нв, contact Vieroreen's Application Engineering Dept. 
a sed pe س‎ 


د 


Fee 17-40 Uke USA. 


